
  

 

  

SQUEGEE 
70/90/70 Triple Durometer  
70 Single Durometer 
. 
 

MESH 
83-125/inch  (32T-48T cm) 
 

IDEAL FABRIC 
Cotton / Poly Cotton Blends 
And 100% Polyerster 
 

STENCIL 
Any water-proof direct 
emulsion. 

CURING 
280°F - 330°F (137- 165°C). 

ADDITIVES 
AquaFix Additive 5% 
AquaLife Retarder 10% 
maximum 

PAPER 
PET Transfer Films 
 

The HydroTrans Reflective Transfer series is a two-part, PVC-free transfer system containing a 
silver and white water-based reflective ink. Transfers made with this ink produce reflective prints 
that are more durable and more reflective than many plastisol versions. Garments transferred 
with HydroTrans Reflective transfers will provide higher visibility in for joggers, cyclists or 
construction workers who wear the garment in low-light situations.  Prints made with this ink are 
not recognized by insurance companies as their reflectivity does not meet safety standards for 
reduced rates. This is a two-part ink system, please pay close attention to mixing instructions 
below. 
 
Components 
5970RS – HT Reflective Silver (Part 1) 
5979RW- HT Reflective White Base (Part 1) 
Silver Reflective Beads (Part 2) 
White Reflective Beads (Part 2) 
5941—HydroTrans Printable Adhesive 
5150 AquaFix Fixative 
5194 AquaLife Retarder 
T-1 Superhold Medium (Adhesive Powder) 
 
Mixing Instructions 
This is a two-part system.  The reflective beads are enclosed in a separate container and have been 
weighed out to provide the exact amount to be mixed into the entire gallon.  To make smaller 
amounts, mix by weight one-part base with one equal part reflective beads and mix thoroughly.   
For example, to make 400 grams of product, weigh out 200 grams of 5970RS Reflective Silver Base 
and 200 grams of Reflective beads.  All measurements should be by weight and carefully weighed 
using a digital gram scale.  Do not mix the reflective beads into the base until you are ready to use 
the ink.  All mixing should be done by hand as high-speeding mixing may damage reflective beads.  
After the beads are mixed into the base the pot life of the mixed ink will be 48 hours.  
 
Printing Instructions 
Using PET Film first print the reflective ink onto the film and cure with conveyor dryer.  Next, print 
5941 Printable Adhesive over the entire design and while adhesive is wet sprinkle with H-1 
Adhesive Powder.  Shake off excess powder before running through conveyor dryer.  Any excess 
powder left on the film will transfer to the garment leaving a stain. 
 
Transfer Instructions 
Heat press for 8-15 seconds at 300 °-350° F (150 °-176° C) 
 
Additives 
AquaFix—To increase durability and washfastness an addition of 2-5% AquaFix must be mixed 
into both the mixture of base and beads and the HydroTrans Printable Adhesive.  AquaFix will 
perform a chemical reaction and cross-link with the ink.  It is not recommended to wash test the 
prints within 72 hours.  After adding AquaFix, the pot life will be 4-8 hours. 
AquaLife Retarder—If necessary up to 10% AquaLife Retarder may be added if screen begins to 
close. 
 

 
 
CAUTION  
Always test finished prints for curing, adhesion, opacity, reflectivity and desired look prior to beginning 
full production run. Lancer Group International cannot guarantee the results or back claims that this ink 
will test PVC-free or phthalate-free if any additive other than an additive manufactured by Lancer Group 
International is used to modify this ink.  As the reflective beads may settle to the bottom of the container 
after manufacturing always stir the ink thoroughly prior to using in production. 
 
 

STORAGE 
Store with lids tightly closed in 
temperatures between 60°-90°F 
(30°-45°C). Shelf life of unmixed 
components up to 1 year.   

CLEANING 
Clean screens with water.  
For difficult areas use 2000 
Green. 
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