
  

 

  

Any emulsion compatible 
with plastisol inks.  Thick 
stencils are recommended. 

 

70/90/70 Triple Durometer 
70 Single Durometer 

 

83-110/inch (32T-43Tcm) 

100% Cotton. 
50/50 Poly/Cotton Blends. 

Gel- 240° F (116° C)  
Transfer- 350°-375° F (177°-191° C) 
for 10-15 seconds at medium 
pressure 
 

60°-90° F (15°-32° C) with 
lids closed tightly. 

 

N/A 

 

Enviro Series 2000 Green or 
Enviro Series TR Blend. 

 

LITHO TRANSFER SYSTEM 
Excalibur’s Litho Transfer System consists of four lithographic ink colours (996PF) that can 
be printed on lithographic presses allowing printers the ability to produce high-speed 
and finely detailed designs on lithographic presses. After the litho inks have been printed 
they must be backed with the appropriate back-up plastisol prior to being transferred to 
the garment. 554PF Clear is recommended for white fabrics where opacity or bleed 
resistance is not an issue. Transfers for garments of any colour made of 100% cotton can 
be backed with 555PF White to ensure opacity. 556PF Low-Bleed White backs up the ink 
and provides opacity as well as fighting bleed resistance on poly/cotton/blends. 
 
Printing Procedures for 996PF Litho Inks 
Standard lithographic printing procedures utilizing conventional sheet-fed presses or 
dampening systems should be utilized. The designer has the latitude of choosing single 
colour, two colour, three colour or four-colour process for the design. In the case of four 
colour process printing best results are achieved by printing black first, red or blue in the 
second and third sequence, and yellow last.  Inks allowed to set overnight may show 
signs of picking and poor trapping when subsequent litho ink colours are printed on top. 
Best results are achieved by using Transfert 75 release paper or an equivalent.  If 900 
Series Metallic or Glitter Inks are incorporated into the design, GS-94 Glit-Strip transfer 
paper must be used to obtain proper release of glitter inks from paper. After the 996PF 
Litho Transfer Inks have been printed on the release paper the Litho Transfer Back-up 
Plastisols must be printed within 72 hours. 
 
COMPONENTS 
Litho Inks 
Process Black (996PBK), 996 Process Red (996PR), 996 Process Blue (996PB), 996 Process 
Yellow (996PY). 
Backup Plastisols 
Litho Backup Clear (554PF), Litho Backup White (555PF) , Litho LB Backup White (556PF). 
 
 
 
 
CAUTION 
Always test finished prints for curing, adhesion and desired look prior to beginning full 
production runs. Lancer Group International cannot guarantee the results or back claims 
that this mixed ink will test phthalate-free if any additive other than an additive 
manufactured by Lancer Group International is used to modify this ink. Test results by a 
third-party laboratory verifying all components used to produce this ink are phthalate-
free and lead-free are available upon request. 
 
 

N/A 

 


